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• Compliant with FINA regulations.

• Durable FRP construction with SS316 fittings.

• Movable Track Start (MTS) System adjustable to 5    
   unique positions.

• Durable, long life anti-slip top tread on top

• Optional extra Safe Start handles for fast starts  
   and safety.

• Compatable with major electronic timing 
   systems (including Omega and Colorado).

• Protect your blocks with the ‘No Diving’ 
   Heavy Duty Block Covers AWE018 (Page 14).

SuperBlock 750

740

SuperBlock 750 with 5 Point Moveable Track Start System

CODE PRODUCT DESCRIPTION WEIGHT VOLUME

AWE171 SuperBlock 650 FRP, 650mm Top  20kg      0.3m3

AWE71S SuperBlock 750 SMC,750mm Top  20kg     0.3m3

AWE018 Block Cover Block Cover Blue 2kg 0.05m3

Above: SuperBlock 800 Vertical View

Above: SuperBlock 800 Side View

Anti-slip top

FINA Competition facility, SuperBlock 750

The SuperBlock 750 is suitable for performance training and competition facilities and includes the FINA 
Approved 5 Point Moveable Track Start System for top performance starts. The smaller footprint base and 
shorter top length is more suitable for installation where pool deck or bulkhead space is limited. 


